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(57) Abstract: The invention relates to a thinning tool (1) for a hair clipper (2) containing lower and top shearing knives (3, 4), each 
of which is provided with a row of teeth (5, 6). Said top knife (4) is actuated by alternating oscillation motion in a parallel direction 
to said rows of teeth (5, 6), the inventive thinning tool (1) being shaped in such a way that it is arrangeable on the lower knife (3). 
Said thinning tool (1) comprises a row of tines (7) which fonns an extension (L) of the teeth (8) of the row of teeth (5) of the lower 
knife (3). The row of tines (7) is provided with fine slots (11) which have a conical extension (V) on the free ends thereof for holding 
and guiding hairs (10), The width (B) of tine slots (11) on the side of the shearing knives (3, 4) corresponds to a hair diameter and 
is used for guiding the hairs (10) towards said shearing knives (3, 4). In this way, the hairs (10) are cut one by one instead of being 
simultaneously cut in such a way that a fine graded hair thinning is obtainable without striates by said simple means. 
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(57) Zusammenfassung: EfiFilieraufsatz (1) fiir eine elektrische Haarschneidemaschine (2), die ein Unter- und ein Oberschermesser 
(3,4) mit jeweils einer Zahnreihe (5, 6) aufweist Das Oberschermesser (4) ist parallel zu den Zahnreihen (5, 6) bin- und herschwing^ 
bar, wobei der Effilieiaufsatz (1) an dem Untermesser (3) aufsetzbar ausgebildet ist. Der Effilieraufsatz (1) ist mit einer Zinkenreihe 
(7)'versehen, die eine Veriangerung (L) von Zahnen (8) der Zahnreihe (5) des Unterschermessers (3) bildet. Die Zinkenreihe (7) 
ist mit Zinkenschlitzen (1 1) versehen. die am freien Ende (9) mit einer konischen VergrSsserung (V) zum Fangen und FUhren von 
Haaren (10) versehen sind. Die Zinkenschlitze (11) weisen seitens der Schermesser (3,4) mindestens eine Breite (B) eines Haar- 
durchmessers auf zum Hinfiihren der Haare (10) zu den Schennessem (3, 4). Dadurch werden die Haare (10) nacheinander anstatt 
gleichzeitig geschnitten. womit durch diese einfachen Massnahmen ein fein abgestuftes Effilieren von Haar (10) ohne Streifen erzielt 
wird (Fig. 5). 



